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TOOLED JOINT WITH %" RADIUS, TYP.

POLYURETHANE SEALANT WITH FOAM BACKER ROD.

COLOR TO MATCH CONCRETE, TYP.

%" F1 BITUMINOUS IMPREGNATED EXPANSION JOINT MATERIAL

MAX. LONGITUDINAL SLOPE: 5%

5"

\
MAX. CROSS SLOPE: 2% /

4"
MIN. MIN.

NOTES:

1.  SEE ALSO APWA PLAN NUMBER 231

2. JOINT SPACING TO BE AS SHOWN IN SCHEDULE UNLESS OTHERWISE INDICATED ON PLANS.

3. MAX. SLOPES TO BE PER DETAIL UNLESS OTHERWISE SHOWN ON PLAN.

4. IF CONCRETE IS TO BE POURED NEXT TO A CURB, #4 REBAR TO BE DOWELED 3" INTO CURB AND 4" INTO
ADJACENT CONCRETE. REBAR TO BE DOWELED A MINIMUM OF 2" FROM TOP OF CONCRETE AND CURB 24" O.C.

SEE PLANS FOR JOINT SPACING

CONCRETE SIDEWALK/PLAZA

MEDIUM BROOM FINISH UNLESS
OTHERWISE SPECIFIED

SAWCUT CONTROL JOINT
25% OF SIDEWALK DEPTH

MIN. 4" OF 95% COMPACTED
UNTREATED BASE COURSE

95% COMPACTED OR
UNDISTURBED SUBGRADE

JOINT SPACING SCHEDULE

WALK WIDTH | EXPANSION JT. | CONTROL JT.
10’ 10' O.C.
8' 8' O.C.
6' 6' O.C.
5' 5'O.C.

Ol_-l -I %Ill

CONCRETE 11-1/2" BOARDWALK PATTERN

NOTES

PATTERN: BOMANITE "11-1/2" BOARDWALK" OR APPROVED
EQUAL

SEE CONCRETE SIDEWALK/PLAZA DETAIL 1/SP5.1

ALL SCORE JOINTS SHALL BE CUT TO MATCH WITH PATTERN
CONCRETE TO BE INTEGRALLY COLORED TO GIVE
WEATHERED WOOD APPEARANCE

BURY BOULDER TO
ADEQUATE DEPTH FOR
STABILITY AND
CONCEALMENT OF BOTTOM
SIDE

FINISH GRADE

NOTE:

BOULDER PER PLANS

95% COMPACTED
SUBGRADE

1. CONTRACTOR TO SET SAMPLE GROUPINGS OF BOULDERS WITH LANDSCAPE ARCHITECT'S
DIRECTION PRIOR TO BEGINNING BOULDER WORK TO DETERMINE AESTHETIC DIRECTION
FOR COMPLETION OF WORK.

2. ALL BOULDERS SHALL BE A MIN. 3' TO 6' BROWNS CANYON SANDSTONE AS SHOWN ON
PLAN. SEE PLANS FOR ADDITIONAL SIZING INFORMATION.

LANDSCAPE BOULDER - SANDSTONE

3

FINISH GRADE

NOT TO SCALE

MAX SLOPE 6:1 FIRST 3 T
FEET. DO NOT EXCEED 2:1 | ‘
BEYOND 3 FEET. T

CLEARING LIMIT WIDTH VARIES, SEE PLAN

TRAIL WIDTH PER PLAN L L

MIN. 2' TRAIL
CLEARANCE

v
N
|
= \

1

4" DEPTH %" MINUS COMPACTED
AND STABILIZED CRUSHER FINES

MIN. 4" DEPTH 95% COMPACTED
TREATED BASE COURSE

95% COMPACTED OR
UNDISTURBED SUBGRADE

SOFT SURFACE TRAIL

1.

2.

3.

MAX SLOPE 6:1 FIRST 3
FEET. DO NOT EXCEED 2:1
BEYOND 3 FEET.

NOTES:
TRAIL TO BE CONSTRUCTED IN ACCORDANCE WITH CITY STANDARD SPECIFICATIONS.
SECTION IS SHOWN IS FOR TYPICAL CONDITIONS. TRAIL MAY BE MODIFIED TO

ACCOMMODATE SITE SPECIFIC REQUIREMENTS.

DRAINAGE DITCH PARALLEL TO TRAIL MAY BE REQUIRED FOR STORM WATER DESIGN.
MINIMUM DITCH WIDTH IS 3 FT. OR AS APPROVED. DITCH BANK SLOPES TO BE 4:1
STAKE ALIGNMENT AND CLEARING LIMITS IN THE FIELD FOR APPROVAL PRIOR TO

CLEARING.

INSTALL AND COMPACT CRUSHER FINES IN 2" LIFTS. USE STABILIZER AS APPROVED BY

OWNER TO STABILIZE TRAIL.

MAX SLOPE 6:1 FIRST 3 il
FEET. DO NOT EXCEED 2:1 —
BEYOND 3 FEET.

NOT TO SCALE

CLEARING LIMIT WIDTH VARIES, SEE PLAN

MIN. 2' TRAIL
CLEARANCE

TRAIL WIDTH PER PLAN

Il

4" DEPTH %" MINUS COMPACTED
AND STABILIZED CRUSHER FINES

MIN. 4" DEPTH 95% COMPACTED
TREATED BASE COURSE

95% COMPACTED OR
UNDISTURBED SUBGRADE

MAX SLOPE 6:1 FIRST 3
FEET. DO NOT EXCEED 2:1
BEYOND 3 FEET.

NOTES:

1.
2.

3.

NOT TO SCALE

LANDSCAPE FORMS ARCATA BENCH

BENCH PER SITE PLAN T/O BE
CENTERED ON CONCRETE PAD

-I I_OII

/

——

—— CONCRETE PAD

0!_6"!

TRAIL TO BE CONSTRUCTED IN ACCORDANCE WITH CITY STANDARD SPECIFICATIONS.

SECTION IS SHOWN IS FOR TYPICAL CONDITIONS. TRAIL MAY BE MODIFIED TO

ACCOMMODATE SITE SPECIFIC REQUIREMENTS.

DRAINAGE DITCH PARALLEL TO TRAIL MAY BE REQUIRED FOR STORM WATER DESIGN.
MINIMUM DITCH WIDTH IS 3 FT. OR AS APPROVED. DITCH BANK SLOPES TO B¥NGH MODEL:

STAKE ALIGNMENT AND CLEARING LIMITS IN THE FIELD FOR APPROVAL PRIOR P&NDSCAPE FORMS 6' "ARCATA"
BACKED BENCH, SURFACE MOUNT, 2.

CLEARING.

OI_6II

SIZED PER BENCH

0!_6“

BENCH ENLARGEMENT

NOTES:

1.

INSTALL AND COMPACT CRUSHER FINES IN 2" LIFTS. USE STABILIZER AS APPROVEPPRNO ARMS, METAL POWDER

OWNER TO STABILIZE TRAIL.

COATED GRAY (ARC-B-S-WD) OR
APPROVED EQUAL (TYP.)

BENCH MODEL: LANDSCAPE FORMS "ARCATA" BACKED 6'
EXACT BENCH AND CONCRETE PAD SIZE MAY VARY BASED
ON SELECTED MANUFACTURER. ADJUST SIZE OF BENCH PAD
AS NECESSARY TO MEET MINIMUM OFFSET REQUIREMENTS.
ORIENTATION OF EACH BENCH SHALL BE VERIFIED IN FIELD
PRIOR TO INSTALLATION.

SOFT SURFACE TRAIL /=~ BENCH PAD
5 NOT TO SCALE w NOT TO SCALE

NOT TO SCALE

12" DIA. WEATHERED CEDAR WOOD

10" DIA. WEATHERED CEDAR WOOD

8" DIA. WEATHERED CEDAR WOOD

1" DIA. MANILA ROPE WRAPPED 4X

POLES EMBEDDED IN CONCRETE
FOOTING PER STRUCTURAL
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